§62.14454

scrubber followed by a fabric filter and
wet scrubber:

(1) You must establish the appro-
priate maximum and minimum oper-
ating parameters, indicated in Table 3,
as site-specific operating parameters
during the initial performance test to
determine compliance with the emis-
sion limits; and

(2) After the date on which the initial
performance test is completed or is re-
quired to be completed under §62.14470,
whichever comes first, your HMIWI
must not operate above any of the ap-
plicable maximum operating param-
eters or below any of the applicable
minimum operating parameters listed
in Table 3 and measured as 3-hour roll-
ing averages (calculated each hour as
the average of the previous 3 operating
hours), at all times except during
startup, shutdown, malfunction, and
performance tests.

(b) If your HMIW!I is not a small rural
HMIWI, and you are using an air pollu-
tion control device other than a dry
scrubber followed by a fabric filter, a
wet scrubber, or a dry scrubber fol-
lowed by a fabric filter and a wet
scrubber to comply with the emission
limits under §62.14411, you must peti-
tion the EPA Administrator for site-
specific operating parameters to be es-
tablished during the initial perform-
ance test and you must continuously
monitor those parameters thereafter.
You may not conduct the initial per-
formance test until the EPA Adminis-
trator has approved the petition.

§62.14454 How must I monitor the re-
quired parameters?

(@) You must install, calibrate (to
manufacturers’ specifications), main-
tain, and operate devices (or establish
methods) for monitoring the applicable
maximum and minimum operating pa-
rameters listed in Table 3 of this sub-
part such that these devices (or meth-
ods) measure and record values for the
operating parameters at the fre-
quencies indicated in Table 3 of this
subpart at all times except during peri-
ods of startup and shutdown. For
charge rate, the device must measure
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and record the date, time, and weight
of each charge fed to the HMIWI. This
must be done automatically, meaning
that the only intervention from an op-
erator during the process would be to
load the charge onto the weighing de-
vice. For batch HMIWI, the maximum
charge rate is measured on a daily
basis (the amount of waste charged to
the unit each day).

(b) For all HMIWI except small rural
HMIWI, you must install, calibrate (to
manufacturers’ specifications), main-
tain, and operate a device or method
for measuring the use of the bypass
stack, including the date, time, and du-
ration of such use.

(c) For all HMIWI except small rural
HMIWI, if you are using controls other
than a dry scrubber followed by a fab-
ric filter, a wet scrubber, or a dry
scrubber followed by a fabric filter and
a wet scrubber to comply with the
emission limits under §62.14411, you
must install, calibrate (to manufactur-
ers’ specifications), maintain, and op-
erate the equipment necessary to mon-
itor the site-specific operating param-
eters developed pursuant to
§62.14453(b).

(d) You must obtain monitoring data
at all times during HMIWI operation
except during periods of monitoring
equipment malfunction, calibration, or
repair. At a minimum, valid moni-
toring data must be obtained for 75 per-
cent of the operating hours per day for
90 percent of the operating days per
calendar quarter that your HMIWI is
combusting hospital waste and/or med-
ical/infectious waste.

§62.14455 What if my HMIWI goes out-
side of a parameter limit?

(a) Operation above the established
maximum or below the established
minimum operating parameter(s) con-
stitutes a violation of established oper-
ating parameter(s). Operating param-
eter limits do not apply during startup,
shutdown, malfunction, and perform-
ance tests.

(b) Except as provided in paragraph
(f) or (g) of this section, if your HMIWI
is a small rural HMIWI,
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